BUDAPEST KLEZMER BAND

TECHNICAL RIDER

Up to 1000 persons

	1
	Kick drum
	Small boom
	Evolution, D4
	Comp/gate

	2
	Snare
	Clip on mic
	Sm57, D3
	

	3
	Hi-hat
	mid boom
	Ck1
	

	4
	Rack1
	Clip on
	Evolution, D3
	Exp/gate

	5
	Rack2
	Clip on
	Evolution, D3
	Exp/gate

	6
	Floor
	Clip on
	Evolution, D3
	Exp/gate

	7
	Over head left
	Large boom
	C414
	

	8
	Over head right
	Large boom
	C414
	

	9
	Double bass
	Clip on mic
	Mic or di
	Comp

	10
	Key left
	
	Mic or di
	

	11
	Key right
	
	Mic or di
	

	12
	Accordion
	
	Xlr
	Comp

	13
	Clarinet
	
	Xlr
	Comp

	14
	Violin
	
	Xlr
	Comp

	15
	Trombone
	
	Xlr
	Comp

	16
	Key voc
	Large boom
	Sm58
	Comp

	17
	Trombone voc
	Large boom
	UHF sm58
	Comp

	18
	Lead voc
	Large boom
	UHF sm58
	Comp

	19
	FX1 left ret
	
	
	

	20
	FX1 right ret
	
	
	

	21
	FX2 left ret 
	
	
	

	22
	FX2 right ret
	
	
	

	23
	CD left
	
	
	

	24
	CD right
	
	
	


Monitors:

· 4 pcs wedges (min 300 WRMS), 4mix, 4 pcs 31 band insert EQs

· 3 pcs IEM systems (ours, 6,3 jack connectors!)

FOH:

· 24ch, 4 band full parametric EQ, 48V, PFL, 7 pre AUX, 2 post AUX, ch and master inserts, 2 VCA groups 

· 2 pcs reverbs

· dynamics

· cd player

· talk back

PA:

· min 3 active cross way (top box + sub)

· system processing

· main EQ
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Stage size:

· min 10m * 6m * 0,5m with two stairs at the front 

·  drum stage 3m * 2m * 0,3m covered with carpet

Light:

Please, send back your installed system’s plan to  dan.peter@chello.hu !

Thank you for your helping!

Best regards!

Dan Peter

GSM: +36/30-951-49-20

dan.peter@chello.hu
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